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Features Applications

Rooms lighting
Hallways lighting
Offices lighting
School lighting
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Technical specification 

Available colors:    Warm white | Neutral white optional

Power consumption, W:  

 

40 W | 60 W | 80 W optional

LED Type     LED provided by SAMSUNG

 

up to 1050Milliamps, mA

Dimensions, mm:      Ø1000 mm | Ø1200 mm | Ø1500 mm optional

RA>85Color rendering index
UGR>16/22 | UGR>19/22optionalUnified glare rating

LED lifespan     L80B10>50000h

Available types 

Power
consumption, W

100W
100W
110W

Dimensions, mm

Ø1000mm
Ø1000mm
Ø1000mm

Body color

black
silver
black

Product Item

LPRL-R-B-100W-4000K
LPRL-R-S-100W-3000K
LPRL-R-B-110W-4000K

 

Color
temperature, K 

4000K
3000K
4000K

LED PENDANT RING LIGHTS 

140
LM/W

<19/22
UGRIP44RoHS

COMPLIANT

•NON Flicker power supply included
•High quality slim aluminum body
•Instant start
•Dali system power supply (optional)
•0-10V dimming system (optional)
•Colors: White / Black / Silver
•Lighting Down / Up (optional)
•CRI Ra>85
•Minimal Lifespan: 50,000hrs
•L90B10 at 25*C    

95°

5 YEARS WARRANTY
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The Leddex Company reserves right to introduce any construction changes and data into the lighting luminairesDate of issue: 2021. 06. 01

Light curves
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